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INSTALLATION INSTRUCTIONS
FOR ENTRY LEVER HANDLE SETS

PARTS

Lever

Long Entrance Handle
Door Latch

Deadbolt Latch

Deadbolt
Keys

Exterior Deadbolt

Interior Deadbolt

Extended
Bar

Deadbolt
Latch

Door 
Latch

Long
Entrance

Handle

Lever

Long Screw

Short Screw

Nut

STEP 2
The deadbolt latch is set to 2-3/8 (60mm). If it 

needs to be adjusted to 2-3/4 (70 mm) follow the 
next step.

STEP 5
Make sure the extended rod is in a downwards 

position. Connect the exterior deadbolt with the 
interior deadbolt through the latch.

Correct

Incorrect

STEP 8
Test to ensure that the keys work properly.

STEP 11
Secure the left screw first.

STEP 13
Screw in the nut on the backside of the long 

handle to secure it to the door.

STEP 3
Adjusting the deadbolt latch:

Pull the latch 
out as far as it 

can go.

Rotate it in a clockwise 
position to click it into 

place.

Rotate the 
latchplate in a 

clockwise position.

STEP 6
Secure the deadbolt with screws.

STEP 9

Adjust latch size by moving
the size setting.

Install the door latch onto the door and ensure 
that the hole is centered. Use the shorter screws.

if hole is not
centered

STEP 14
Test the long entrance handle to ensure that it 

works correctly.

STEP 4
Install the deadbolt latch onto the door. If the 
hole is not centered, adjust the latch size as 

instructed in Step 2. 

STEP 7
Test to ensure that the lock works properly.

STEP 12
Hold the lever down while securing the right screw.





The deadbolt latch will be installed first. Check 
the two latches to make sure you are using the 

correct one.

STEP 1

STEP 10
Connect the long entrance handle with the 

lever through the latch.


